




Dash 4 Style Die Head Assembly 
 
 

Item Adrian  OEM Description Qty. 
1  413799 832477 Mandrel Adjusting Nut 1 

2  413795 832470 Retaining Plate, Mandrel Adjusting Nut 1 

3  413796 832471 Retaining Ring, Mandrel Adjusting Nut 1 

4 479533 847022 Spacer 2 

5 492583 876052 Mandrel Sleeve 1 

6 ***** ***** Die Block 1 

7 479564 847018 Adjusting Ring 1 

8 479569 847017 Feed Throat 1 

9 492134  876328 3/8 – 16 x 1 1/4 FHCS 8 

10  432539 826027 Clamp Ring 1 
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Dash 4 Style Die Head Assembly w/Bleed Port 
 
 

Item Adrian  OEM Description Qty. 
1  413799 832477 Mandrel Adjusting Nut 1 

2  413795 832470 Retaining Plate, Mandrel Adjusting Nut 1 

3  413796 832471 Retaining Ring, Mandrel Adjusting Nut 1 

4 479533 847022 Spacer 2 

5 492583 876052 Mandrel Sleeve 1 

6 ***** ***** Die Block 1 

7 479564 847018 Adjusting Ring 1 

8 442044 886988 Feed Throat 1 

9 492134  876328 3/8 – 16 x 1 1/4 FHCS 8 

10  432539 826027 Clamp Ring 1 

11 90231 ***** Bleed Screw (Ref. 886991) 1 
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       Blank / “Dummy” Sealed Choke Screw Assembly - Assembly No. 90449 
 
 

Item Adrian  OEM Description Qty. 
1 676581 141053 Plug Plate w/ 1” Diameter Screw Hole 1 

2 675932 140726 Seal Ring 1 

3 362561 216013 3/8 – 16 x 2 SHCS 2 

 
 
Designed to be installed on one (1) of the outside heads with the least amount of parison flow. 
Once installed this assembly prevents the head from being adjusted resulting in maximum parison through  
put.  

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Note: 
This style will fit both –1 and –4 Style Heads 
 
*Prior to installation be sure that all container weights are equal. 
Lower mandrel sleeves on -1 style heads should be at the maximum “Open” position prior to calibration.  
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Choke Screw Assembly  
 
 

Item Adrian  OEM Description Qty. 
1 ***** ***** Adjusting Screw, 3/4 – 10 x 1 1/2  SHSS with Cup Point 1 

2 413369 832217 Choke Screw Plate 1 

3 413362 832216 Choke Screw 1 

4 ***** ***** Mounting Bolts, 3/8 – 16 x 1 1/4 SHCS 2 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Note: 
This style will fit both –1 and –4 Style Heads 
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